
Include with its product literature and upon the request of its customers, Akrochem provides product specifications and evaluations, suggested
formulations and recommendations and other technical assistance, both orally and in writing (collectively the "Technical Information"). Although Akrochem
believes all Technical Information to be true and correct, it makes no warranty, either express or implied, as to the accuracy, completeness, or fitness of
the Technical Information for any intended use, or the results which may be obtained by any person using the Technical Information. Akrochem will not be
liable for any cost, loss or damage, in tort, contract or otherwise, arising form customer's use of Akrochem products or Technical Information. It is the
customer's sole responsibility to test the products and any Technical Information provided to determine whether they are suitable for the customer's needs.

Before working with any product, the customer must read and become familiar with available information concerning its hazards, proper use, storage and
handling, including all health, safety, and hygiene precautions recommended by the manufacturer. Nothing in the Technical Information is intended to be a
recommendation to use any product, method, or process in violation of any intellectual property rights or process. AKROCHEM CORPORATION
DISCLAIMS ANH AND ALL WARRANTIES, EXPRESS AND IMPLIED, INCLUDING WITHOUT LIMITATION, WARRANTIES OF MERCHANTABILITY
AND FITNESS FOR ANY PARTICULAR PURPOSE, RELATED TO ANY PRODUCTS OR TECHNICAL INFORMATION PROVIDED BY AKROCHEM.

PLASTICIZERS

PLASTICIZER OT

PRODUCT DESCRIPTION:

Plasticizer OT is a synthetic ether-thioether plasticizer combining excellent low temperature properties
with good hot air resistance in natural and synthetic elastomers.  Plasticizer OT also improves electrical
conductivity without affected most cure systems.

TYPICAL PROPERTIES:

                        Color.................................................................................colorless to
yellow liquid

                        Specific Gravity @ 73°F ....................................................0.96

                        Viscosity (mPa·s) ...............................................................24

Flashpoint (open cup, C°) ..................................................170

Pour Point (°C)..................................................................-60

APPLICATION:

Plasticizer OT is used for technical goods where a combination of low temperature flexibility and heat
aging requirements are important.  Typical goods include, but are not limited to automotive, aircraft and
mechanical engineering seals, hoses and dampening components. Typical loadings are in the range of 5 -
30 phr. This plasticizer is easily dispersed into natural and synthetic rubber formulations and acts as a
dispersing agent and viscosity reducer, improves building tack and extrudability of compounds.
Maximum recommended loadings (phr) in the following elastomers are: NR - 30, SBR - 30, IIR - 10,
CR - 15, NBR - 30.

SOLUBILITY AND PACKAGING:

Plasticizer OT is insoluble in water but miscible with most organic solvents. This plasticizer is packaged
in a 110 lb. net weight drum.
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